Michigan’s largest landscape stone quarry.

330 Austin Road
P.O. Box 335
Napoleon, MI  49261
Tel: 517-536-4330

www.napoleonstone.com
Napoleon Stone

- Natural sandstone quarry and fabrication business in the landscape stone and building stone industries for over 50 years. Own and operate sandstone quarries in Napoleon, Michigan.

- Producing high quality natural landscape stone, dimensional stone, building stone and bulk landscape material. All material is buff/tan in color with soothing earth tones.

- Serving our wholesale customer base in all Midwest markets through extensive dealer network of leading landscape supply yards, garden centers and retail outlets. Target markets include: Michigan, Ohio, Indiana, Illinois, Pennsylvania, Kentucky, Wisconsin, Iowa, Missouri, Canada, etc.

- Strong incentive programs in place for stocking dealer partners.

- Natural stone product lines include:
  - **Dimensional Stone** – our Split and/or Sawn product line includes 8” Drywall, Full and Thin Veneer, Split and Sawn Steps, Outcropping, Wall Caps, Treads, Hearth’s and other sawn/split stone options. Custom stone fabrication also provided.
  - **Natural Stone** – includes patio/walkway stone, natural steps, flagstone, retaining walls, outcropping, steppers, wallstone, sandstone boulders, decorative stone and general purpose bulk landscaping materials (driveway base / fill / drainfield stone)

- Complete customer satisfaction is our goal!

- Please visit our web site to learn more about us and see our customer Inspiration Gallery at [www.napoleonstone.com](http://www.napoleonstone.com)
Napoleon Stone

• Our quarries and distribution hub are located in Napoleon, MI (starred on map below) with easy access to/from all major highways (I-94 / I-69 / IN & OH Toll Roads) that service most Midwest markets.

• We operate our own fleet of delivery trucks to guarantee prompt and efficient service to your yard or job site. Stone can also be picked up at our quarries or shipped by common carrier depending on your requirements.

Distance From Quarry

<table>
<thead>
<tr>
<th>City</th>
<th>Distance</th>
</tr>
</thead>
<tbody>
<tr>
<td>Detroit</td>
<td>75 miles</td>
</tr>
<tr>
<td>Chicago</td>
<td>225 miles</td>
</tr>
<tr>
<td>Fort Wayne</td>
<td>106 miles</td>
</tr>
<tr>
<td>Indianapolis</td>
<td>230 miles</td>
</tr>
<tr>
<td>Cleveland</td>
<td>180 miles</td>
</tr>
<tr>
<td>Columbus</td>
<td>203 miles</td>
</tr>
<tr>
<td>Cincinnati</td>
<td>257 miles</td>
</tr>
<tr>
<td>Grand Rapids</td>
<td>120 miles</td>
</tr>
<tr>
<td>Pittsburgh</td>
<td>300 miles</td>
</tr>
<tr>
<td>Louisville</td>
<td>342 miles</td>
</tr>
<tr>
<td>St. Louis</td>
<td>475 miles</td>
</tr>
</tbody>
</table>
Dimensional Stone Products
8” Split Drywall

Applications: Hand Stack Walls, Retaining Walls, Gardens, Water Features, Fireplaces, Veneer and Fire Pits

SPECS*

Length: random
Depth: 8”
Height: 3”-6”
5”-8”
Natural Top & Bottom
Palletized: 1 and 1.5 ton pallets
Coverage: 20 ft² / ton

*Approximate

3”-4” pictured
8” Sawn Top & Bottom Split Drywall

Applications: Hand Stack Walls, Retaining Walls, Gardens, Water Features, Fireplaces, Veneer and Fire-Pits

SPECS*

<table>
<thead>
<tr>
<th>Spec</th>
<th>Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>Length</td>
<td>random</td>
</tr>
<tr>
<td>Depth</td>
<td>8”</td>
</tr>
<tr>
<td>Height</td>
<td>3” 6”</td>
</tr>
<tr>
<td>Palletized</td>
<td>1 and 1.5 ton pallets</td>
</tr>
<tr>
<td>Coverage</td>
<td>20 ft² / ton</td>
</tr>
</tbody>
</table>

*Approximate

3” pictured
8” Sawn Top & Bottom Split Drywall

Applications: Hand Stack Walls, Retaining Walls, Gardens, Water Features, Fireplaces, Veneer and Fire-Pits,

**SPECS**
- Length: random
- Depth: 8”
- Height: 3”

6”

Palletized: 1 and 1.5 ton pallets

Coverage: 20 ft² / ton

*Approximate

6” pictured
6” Sawn Top & Bottom Split Steps

**SPECs**
- Length: 3’/4’/ 5’
- Depth: 18” / 24”
- Height: 6”/ 7.75”
- Palletized: 1 and 1.5 ton pallets

*Approximate

Custom sized steps available

36” x 18” x 6” pictured
Sawn Top & Bottom Slabs

**SPECS**

- **Length:** 3’+
- **Depth:** 24” max
- **Height:** 2”-4” / 5”-6” / 7”-10” / 11”-14”
- **Palletized:** 1 and 1.5 ton pallets

*Approximate

Custom sized slabs available

6” sawn slabs pictured
Sawn Top & Bottom Slabs
Other Dimensional Stone Products

- Split Steps – 3’ / 4’ / 5’ lengths available (16” / 18” / 24” / custom depths)
- Stone Benches – 3’ / 4’ / 5’ benches
- Veneer – machine cut full veneer (3-5” thick), machine cut thin ledge, natural “web wall”, also offer sawn veneer at 3” and 6” thickness
- Sawn Slabs – standard is 6” thick (can cut thinner or thicker based on customer needs)
- Wall Caps / Edging / Treads / Coping / Fireplace Hearths

For all of the above items, please call for availability or visit our website at www.napoleonstone.com.
Natural Stone Products
Flagstone Steppers & Slabs


SPECS*
Length: 10”-30”
Depth: 10”-30”
Height: 2”- 3”
Coverage: 60-70 ft² / ton
Palletized

*Approximate

Flagstone also available in slab sizes
Natural Stone Fire Pits

Applications: Outdoor Fire Pits / Accents

THREE SIZE OPTIONS

Small Fire Pit
500 – 600 lbs / 2’-3’ x 2’-3’ x 10”-18” high

Medium Fire Pit
700 – 1,200 lbs / 2’-4” x 2’-4’ x 10”-18” high

Large Fire Pit
1,200 – 2,000 lbs / 3’-5’ x 3’-5’ x 10”-18” high (pictured)

All fire pits come with a propane or natural gas kit. Kit includes a 6”, 12” or 18” burner.

*All Specs are Approximate
# Natural Steps

**Applications:** Steps, Retaining Walls and Sitting Stones

<table>
<thead>
<tr>
<th>SPECS*</th>
</tr>
</thead>
<tbody>
<tr>
<td>Length: 36”-48”</td>
</tr>
<tr>
<td>Depth: 24”-36”</td>
</tr>
<tr>
<td>Height: 5”-6” &amp; 6”-8”</td>
</tr>
<tr>
<td>Palletized</td>
</tr>
</tbody>
</table>

*Approximate
Natural Steps
Outcropping / Wallstone

Applications: Retaining Walls, Shorelines, Erosion Control and Waterfalls

<table>
<thead>
<tr>
<th>SPECS*</th>
</tr>
</thead>
<tbody>
<tr>
<td>Length:</td>
</tr>
<tr>
<td>24”-60”</td>
</tr>
<tr>
<td>Depth:</td>
</tr>
<tr>
<td>24”-48”</td>
</tr>
<tr>
<td>Height:</td>
</tr>
<tr>
<td>8”-12”</td>
</tr>
<tr>
<td>12”-16”</td>
</tr>
<tr>
<td>16”-20”</td>
</tr>
<tr>
<td>20”+</td>
</tr>
<tr>
<td>Coverage:</td>
</tr>
<tr>
<td>6-10 face feet / ton</td>
</tr>
<tr>
<td>Shipped in bulk</td>
</tr>
</tbody>
</table>

*Approximate
Thin Wallstone

Applications: Hand Stack Walls, Retaining Walls, Gardens, Water Features and Fire-Pits

**SPECS**

- **Length:** 4”-10”
- **Depth:** 4”-10”
- **Height:** 1”-2”
- **Coverage:** 15 ft³ / ton
- **Palletized:** -1 and 1.5 ton pallets

*Approximate
Heavy Wallstone

Applications: Hand Stack Walls, Retaining Walls, Gardens, Water Features and Fire-Pits

**SPECS**
- Length: 4”-14”
- Depth: 4”-14”
- Height: 3”-4”
- Coverage: 15 ft³/ton
- Palletized: 1 and 1.5 ton pallets

*Approximate
Wallstone

Wall pictured above includes Thin Wall, Heavy Wall, Assorted Wall and Flagstone.
Wallstone

Wall pictured above includes Thin Wall, Heavy Wall, Assorted Wall and Flagstone
Napoleon Stone

Wall pictured above includes Thin Wall, Heavy Wall, Sawn Steps and Outcropping
Other Natural Stone Products

• Assorted Wall – random wallstone (3-5” thick)
• Sandstone Boulders – small (500-1000 lbs), medium (1000-1500 lbs), large (1500 lbs+)
• Rip Rap – Plain (6”-18”) and Heavy (18”+)
• Driveway Base / Fill – 1” and 4”
• Sandstone Stackers – 10”- 20” thick stackable stone chunks
• Napoleon Decorative Stone – 1” and 4”
• Tapered Outcropping
• Small Wallstone Outcropping
• Monument Stones / Address Stones / Sitting Stones

For all of the above items, please call for availability and a delivery quote.
Technical Results / Specs

- **ASTM C 170 - Compressive Strength**
  - Test Result = 9,000 psi

- **ASTM C 97-02 - Absorption of Dimension Stone**
  - Test Result = 5.8%
  - According to ASTM C616-03, “Standard Specification for Quartz-Based Dimension Stone”, Table 1 Physical Requirements, Classification Sandstone, the stone meets the requirement for sandstone.

- **ASTM C 67 – Freeze Thaw Weight Loss**
  - Test Result = Less than 0.31% average on all samples

- **Density (lbs / ft³)**
  - Result = 152.05

Material testing for Napoleon Stone performed by CTL in Skokie, IL
Contact Information

• John Carretta
  – Office – 517-536-4330 / Cell – 773-909-1239
  – Email: jcarretta@napoleonstone.com

• Mike Sullivan
  – Email: msullivan@napoleonstone.com

Please visit us online at: www.napoleonstone.com
Like us on Facebook at: https://www.facebook.com/pages/Napoleon-Stone-LLC/282097551847014
Connect with us on LinkedIn at: https://www.linkedin.com/company/napoleon-stone-llc